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Skin Fitting (Thru Hull) Installation Tools 
® Skin Fitting (Thru Hull) Installation Tools make the fitting of our certified Skin Fitting (Thru Hull) 

to be carried out quickly and simply by one person – traditionally a task that has required two people, saving time 
and money. METS Category Winner of the 2016 DAME award.  

Ideally suited for boat builders.  

 

Operation as follows: 

1. Click TruDesign Skin Fitting Installation Tool onto the correct Skin Fitting/Thru Hull (Recessed or Domed). 

2. Apply chosen marine-grade sealant around flange of Skin Fitting (Thru Hull) whilst holding the lower handle. 

3. Place into hull. 

4. From inside the hull place the backing washer and nut over the Skin Fitting (Thru Hull) Tool. 

5. Tighten the nut whilst holding upper handle of the Skin Fitting (Thru Hull) Installation Tool. 

6. Push the Skin Fitting (Thru Hull) Installation Tool back out by pinching the side clips, ready for use on the 
next Skin Fitting (Thru Hull).  

 

Available in 5 sizes from ¾” to 2”, they are reusable and work with both TruDesign’s Domed or Recessed Skin Fittings 
(Thru Hulls). 

 

 

 
 

 

Installing Skin Fittings (Thru Hulls) has always been a laborious task for both boat-builders and enthusiasts alike, 
whether it be during production fit outs or when undergoing routine maintenance replacing old corroded metallic 
thru-hulls. 

The major inconvenience is due to the fact that traditionally two people are needed to complete the job – a person 
on the outside of the hull to hold the Skin Fitting (Thru Hull) in place and preventing it from turning whilst the second 
person, positioned on the inside of the hull, fits the washer and tightens the backing nut. 

With TruDesign’s revolutionary Skin Fitting (Thru Hull) Installation Tools this procedure can now be performed by 
one person thus speeding up manufacture and maintenance.  

An additional feature is the ability to hold the Skin Fitting (Thru Hull) securely which facilitates clean and easy 
application of the sealant. 
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Feature: Benefit: 

Only one person needed to fit Skin Fittings (Thru Hulls) Saves time and money 

Tough, durable and light weight. Will not degrade or discolour 
from exposure to sunlight. Reusable 

Boat Builders can have multiple installation tools at low cost. 
Speeding up production.  

Dual handles Lower handle allows fitting to be held whilst epoxy or bedding 
compound is applied keeping hands and work areas clean. Upper 
handle used to stop Skin Fitting (Thru Hull) from rotating when fitting 
and tightening the washer and nut from the hull interior. 

Securing Clips Snap-on and lock in place with Skin Fitting (Thru Hull)  so it can be 
easily handled/transported 

Model / Size Part Number 

Skin Fitting (Thru Hull) Installation Tool ¾” 90933 

Skin Fitting (Thru Hull) Installation Tool 1” 90934 

Skin Fitting (Thru Hull) Installation Tool 1 ¼” 90935 

Skin Fitting (Thru Hull) Installation Tool 1 ½” 90936 

Skin Fitting (Thru Hull) Installation Tool 2”” 90937 


